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A few notes on design for EMC: 

We are happy to get involved at any stage of your project but the earlier 

you get us involved, the easier it is for us to find a cost effective solution 

to your shielding needs. Fitting a solution after your product has failed 

testing can be unnecessarily expensive and we cannot stress enough 

the importance of designing with EMC in mind from day one. 

Please be aware that all material performance results quoted in this 

publication have been obtained in a test room environment and 

should be used as a guide. There are many factors that can affect 

shielding performance in the final product and as such P&P Technology 

recommends that customers always test their products to ensure 

compliance with applicable regulations. 
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SPECIALISED MATERIALS 

TS SHIELDING - TWINSEAL 

Twinseal provides both superior EMI 

shielding performance complimented with 

environmental protection. 

CONNECTOR GASKETS 

DC SHIELDING 

Conductive and non-conductive connector 

gaskets including 38999, 26482, D-Type, 

Waveguide and bespoke designs in wide 

range of thickness and materials. 

NON CONDUCTIVE 

GASKETS 

RS SHIELDING 

Non-conductive gaskets and seals can be 

used as an environmental seal to prevent 

dust, moisture and water ingress up to IP67 

environment. 

GA SHIELDING - ALUMWEAVE 

An ultra thin gasket material comprising 0.4mm 

woven aluminium mesh filled with a silicone, 

fluorosilicone or neoprene elastomer. 

RF ABSORBER & THERMAL 

RF MANAGEMENT & THERMAL 

Absorber products to absorb RF radiation 

across VHF, UHF microwave frequencies. 

Thermal interface materials available in a 

range of size and thickness. 

CONDUCTIVE 

ADHESIVES 

AS SHIELDING 

A range of one-part conductive particle 

filled silicone rubber adhesives. Silicone free, 

paintable options available. 

Similar to the GA Shielding but using an 

expanded Monel foil in 0.5 or 0.75mm 

thicknesses. 

SHORT FORM 

CATALOGUE 

For free application advice, 

additional technical 

information and to request a 

full catalogue, please contact 

us directly. 
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